525 WEST OF
HAZELWOOD DRIVE
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GENERAL NOTES START PROJECT
STA 1034+93

THE THICKNESS OF HMA SHOWN ON THE PLANS 15 THE NOMINAL THICKNESS.
DEVIATIONS FROM THE NOMINAL THICKNESS WiLL BE PERMITTED WHMEN SUCH
DEVIATIONS OCCUR DUE TO IRREGULARITIES [N THE EXISTING SURFACE

DR BASE ON WHICH THE HMA IS PLACED.

THE HMA SURFACE OF ALL MAINLBGX TURNOUTS, PRIVATE

ENTRANCES, COMMERCIAL ENTRANCES, AND SIDE ROADS SHALL BE
MADE NEATLY, IN A WORKMANLIKE MANNER, AND SHALL ACCURATELY
CONFORM TO THE SHAPES AND DIMENSIONS SHOWN ON THE PLAN
DETAILS. IF REQUIRED BY THE ENGINEER, THE COMTRACTOR SHALL BE
REQUIRED TQ SAW CUT THE HMA SURFACE TO CONFORM TO THE
SHAPES AND OIMENSIONS SHOWN ON THE PLAN DETAILS, THIS WORK
SHALL BE INCLUDED IN THE COBT OF THE HMA SURFACE,
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THE BASE COURSE WIDENING SHALL BE CARRIED THROUGH ALL
ENTRANCES, SIDE ROADS, &ND MAILBOX TURNOUTS, EXCEPTIONS WILL
8E SHOWN ON THE PLANS.

Hazetwog

EXCEPT AS NGTED O THE PLANS, PAVEMENT GRADES SHOWN ARE AT
THE TOP OF PAVEMENT SURFACES.

THE ENGINEER WILL BE THE SOLE JUDGE CONCERNING CURING TIME FOR
THE VARIQUS HMA LIFTS.

FOR STABILIZATION, ALL TYPE Il BARRICADES SHALL REQUIRE A MINIMUM
OF FQUR SAND DAGS PER BARRICADE,

SEEDING SHALL NOT BE PERMITTED AT ANY TIME WHEN THME GRGUND 1S
FROZEN, WET, OR IN AN UNTILLABLE CONDITION. LOCATIONS TO BE PROJEQT L‘MiTs DN n‘ 40
SEEDED WILL BE DETERMINED BY THE ENGINEER,

ONLY THGSE TREES DESIGNATED BY THE ENGINEER OR LISTED IN THE ARE 50° NORTH & 50" SOUTH

TREE REMOVAL SCHEDULE SHALL BE REMOVED., TYHE CONTRACTOR

SHALL PROTECT ALL REMAINING TREES FRUM DAMAGE DUE 1O HIS

OF US 6 AND US 34 END PROJECT

THE FINISHED EARTHWORK SHALL MAVE A VEGETATION SUSTAINING SOIL H l d D M

COVERING THE TOP FOUR INCHES IN AREAS TO BE SEEDED GR SODDED, IR . azeiwoo rive

THE VEGETATION SUSTAIRING SOIL REQUIRED WILL NOT 8E PAID FOR o T

SEPARATELY BUT SHALL BE INCLUDED 1N THE COSY OF FURNISHED EXCAVATION, % Ave "8 S A 1458 -+ 78
36 %

ON EXISTING PAVEMENT WHICH MAY BE SUPERELEVATED, THE NEW &) gk//ﬂ 357

HMA PAVEMENT SHALL BE BUILT WITH THE SAME SUPERELEVATION
UNLESS NEW SUPERELEVATION RATES ARE GIVEN ON THE PLANS.

See Inset Map

ANY REFERENMCE TO A STANDARD M THESE PLANS SHALL BE (1)
INTERPRETED TO MEAN THE EDITION AS INDICAYED BY THE SUBNUMBER “"\e‘
SHOWN IN THE LIST OF SYANDARDS OR THE {OPY INCLUDED IN THESE PLANS., 4
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THE FOLLOWING RATES OF APPLICATION WAVE BEEN USED IN \-\‘\g"l“
CALCULATING PLAN QUANTITIES: %\ﬁ

Arch Street %\

CRANULAR MATERIALS 2.05 TONS / CU ¥D STATE OF ILLINDIS

AGGREGATE {PRIME COAT) 0.002 TONS 7 S0 YD CEPARTMENT OF TRANSPORTAYION

HMA RESURF ACING 112 LAS 7/ 50 YD 7 IN {STRICT THREE

SHORT TERM PAVEMENT MARKING ) F1 /160 FT OF APPLICATION

MIX FOR CRACKS, J1S & FLGWYS 40,0003 TONS 7 50 Y0 ' ’
LEVEL BINDER (HAND METHOD) 0.0065 TONS 7 S0 YD PREPARED BYy
SUPPLEMENTAL WATERING 3 GAL 7 SO YD / APPLICATION DISTRICT STUDIES & PLANS ENGINEER

DATE: /- 22.-/3B

West Street

BITUMINOUS MATERIALS (PRIME COAT) RATES
SURFACE TYPE ESTIMATED TRUCK RESIDUAL RATE

APPLICATION RATE
AGGRECATE BASES Q:375 GAL / SO YO H/A WYAN ET EXAMINED BY:

MILLED HMA OR PCC PAVEMENT 0.08 GAL / SO YD 0,04 GAL 7 SO VD COMMITMENTS:
EXISTING PAVEMENT 0.05 GAL 7 S0 YD 0.025 GAL / S0 ¥0
FOG COAT Ins
(BETWEEN ADDITIONAL HMA LIFTS) 0.05 GAL / 50 YD 0.026 GAL / 50 YD ENVIRONMENTAL COORDINATION nset Map
ESTIMATED TRUCK APPLICATION RATE USED FOR CALCULATING PLAN QUANTITIES ADDITIONAL TIE POINT INFORMATION
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